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# 
Channel 

Freq. 
(MHz) 

Calibration 
Accuracy 

(K) 

Nonlinearity 
Max. 
(K) 

NEΔT 
(K)@300

K 

3-dB 
BW* 
(deg) 

On-orbit NEΔT 
(K) 

1 23800 0.75 0.1      0.70 5.2 0.24 

2 31400 0.75 0.1 0.80 5.2 0.31 

3 50300 0.75 0.075 0.90 2.2             0.36 

4 51760 0.75 0.075 0.70 2.2 0.28 

5 52800 1.50 0.075 0.70 2.2             0.27 

6 53596±115 1.50 0.075 0.70 2.2 0.28 

7 54400         1.50 0.075 0.70 2.2 0.26 

8 54940 1.50 0.075 0.70 2.2 0.26 

9 55500 1.50 0.075 0.70 2.2 0.28 

10 fo=57290.344 1.50  0.075 0.75 2.2 0.40 

11 fo ± 217 1.50  0.075 1.20 2.2 0.52 

12 fo ±322.2±48  1.50 0.075 1.20 2.2 0.57 

13 fo ±322.2±22  1.50 0.075. 1.50 2.2 0.80 

14 fo ±322.2±10  1.50 0.075 2.40 2.2 1.17 

15 fo ±322.2±4.5 1.50 0.075 3.60 2.2 1.84 

16 88200         2.00 0.1 0.50 2.2 0.28 

17 165500         1.00 0.1      0.60 1.1 0.43 

18 183310± 7000 1.00 0.1 0.80 1.1 0.34 

19 183310± 4500 1.00 0.1 0.80 1.1 0.41 

20 183310± 3000 1.00 0.1 0.80 1.1 0.51 

21 183310± 1800 1.00 0.1 0.80 1.1 0.54 

22 183310± 1000 1.00 0.1 0.90 1.1 0.68 

	
  


